DESIGNATION

NOMINAL COMPOSITIONS

MECHANICAL PROPERTIES

SAE TENSILE YIELD ELONGATION | BRINELL
FAMILY CDA | ASTM | SAE |super-|CU%|SN%|PB% [ZN% | BI% [FE%|AL%|MN| NI | STRENGTH | STRENGTH HARDNESS | TYPICAL USE
ceded Min. () [Typ.( )| Min.( ) [Typ.( )| Min.( )| Typ.( ) TYPICAL
(86200 | B584-862 | C86200 |430A | 64 26 3 4| 3 90 g5 45 48 18 20 180 Brackets, Shafts, Gears & Structual Parts
MANGANESE
Screw Down Nuts, Slow-Speed Heavy
BRONZE C86300 | B584-863 | C86300 |430B| 63 | 8 25 3| 6|3 110 115 60 65 12 15 225 | Load Bearings, Gears, Gibs & Cams
Strength Appts, Propellers for Salt & Fresh
86500 | B584-865 | C86500 | 43 | 58 | 10 | 2 | 40 1 1 65 71 25 28 20 30 130 | Water, Machinery Parts Substituting For
Steel & Malleable Iron
Bearings & Bushings Pump Impellers,
TIN BRONZE C90500 | B584-905 | C90500 | 62 | 88 | 10 2 40 45 18 22 20 25 75 Piston Rings, Pump Bodies, Valves,
Steam Fittings, Gears
g Worm Wheels & Gears, Bearings For
C91700 (B427-917 | C91700 86 | 12 15| 35 44 17 2 10 16 80 Heavy Loads & Relatively Low Speeds
89835 General P Bushi
660 | 87 6 3 2 30 35 14 18 15 20 65 eral Furpose Bushings,
LEAD FREE EQUAL TO C93200 Washers, Non Pressure Applications
BRONZE €89325 High Speed, Heavy P Bushi
ig , Heavy Pressure Bushings,
EQUAL TO C93700 64 1 87 | 10 3 R I I L 73 | Add Resistant To Sulfte Fluids
89833 General Miscellaneous, Low Pressure
EQUAL TO C83600 4018 |5 312 9 | oMo 200 28 60 | Values & Fittings, Pumps
Gun Mounting & Slides, Landing
C95200 | B148-952| C95200 | 68A | gg 3 9 65 80 25 27 20 35 125 GearParts,
Pickling Tank & Mild Alka Appls.,
Gears, Cams, Stripper Nuts, Slippers,
C95300 | B148-953 | C95300 | 68B| 89 1 10 65 75 25 27 20 25 140 High Temperature Applications, Mining
ALUMINUM Machine Parts
BRONZE Spur & Low-Speed, Heavily Loaded Worm
C95400 | B148-954 | C95400 85 41 1N 75 85 30 35 12 18 170 | Gears, Nuts, Pump & Landing Gear Parts,
Wear Plates
Used Under Extreme Conditions Such As
C95500 | B148-955| C95500 81 4 11 4 90 100 40 44 6 12 195 Ir,mk gu'rgRecoil Mechanisms & Landing
ear Pa




